
Military Rackmount Display 

LRK-19R-8U-ML 

 19”(5:4) Military Monitor 

Specification 

•  Operating Temperature : -20 deg. C to 55 deg. C 

•  Storage Temperature : -30 deg. C to 70 deg. C 

•  Humidity : 10 to 95% (Non Condensing) 

•  Shock  : MIL-STD-810G Method 516.6 

•  Vibration : MIL-STD-810G Method 514.6C-3 

•  IP Level : Front-IP65 

•  EMI Proof : MIL-STD-461F Compliance 

Environment Tolerance : 

•  OSD Control 
:    5-key OSD control buttons 
     (1x Power, 1 x Menu, 1x ESC, 1x Up,  
     1x Down) 

•  Salt-Fog proof 
:    1.Conformal coating on electronic parts 
     2.Chromatic coating on metal parts 

•   :    1 x Power On/Off, 1 x Sleep/Stand by 

•  Mounting  :    Rack Mount (w/handles) / VESA Mount 

•  Housing :    Heavy duty Alu. alloy 

System Specification: 

Order Options :  
•  Optical Bonding :     Optical bonding between panel  

       and glass (or touch screen) 

•  High brightness :     1,000 nits high brightness  
      (for optional) 

LCD Specification : 

•  VGA :    1 x VGA (D38999 connector) 

•  DVI :    1 x DVI-I (D38999 connector) 

•  HDMI :    1 x HDMI (Optional) 

•  Video :    (Optional) 

•  Power Input :    1 x DC  input (D38999 connector) 

•  Power Adapter  :     N/A 

•  Consumption :     20 W typical, normal operation 

•  Input  :     9~36V DC Input (D38999/24WA98PN) 
      (A:+, B:-, C: GND) 

•  Power  :     Polarization reversed protection  
      Surge protection 
      MIL-STD-1275B Compliance 

Power Specification: 

Input Interface : 

Drawings 

•  Size/ Type :    19” LCD (LED backlight) 

•  Active Area (mm) :    376.32(H) x 301.06 (V) 

•  Pixel Pitch (mm) :    0.294(H)x 0.294(V) 

•  Resolution :    1280 x 1024@ 60Hz 

•  Contrast Ratio :    1000 : 1 (typ.) 

•  Max. Colors :    16.7M (6 bits + FRC) 

•  Brightness :    400 nits (cd/m2) 

•  Viewing Angle :    -85 ~ 85 (H); -80 ~ 80 (V) 

•  EMI proof :    EMI filter in front 

•  Touch :    5-wire resistive touch screen 
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